
Zone 2B
Setpoint: 145o

C

145oC

Hopper
Setpoint: 145o

C

145oC

Reservoir
Setpoint: 145o

C

145oC

Pump 1

Setpoint:  3 gr/min

3 gr/min

TruFlow Control

PID button and Modify Name
buttons are only active for
numbered zones (and not
for Hopper or Reservoir)

Adjust Speed - Gear-to-Line

Adjust Speed - Manual Changing Operation Mode

Manage
Channel
Alert\Fault
Settings

Alarms - Pressure Channel

Alarms - TrueFlow Channel

Manage Channel\
Pump Settings

Configure
Global
TrueFlow
Settings

Configure
Channels

TrueFlow Channel

This last screen only displays if current channel is selected as the control channel

These last two screens only display if current channel is selected as the control channel

Pressure Channel

Test Configuration

Monitor

Pressure

On Yes

TrueFlow

Out-Of-Box Wizard
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N 
 

View

Settings

Total Adhesive Used

Test Graphing

System (initial system set-up parameters - not changed often)

Settings (values which are more frequently changed)

Master Controls

Help Files:

See Password Help File

See P.I.D. Help File

See P.I.D. Help File

See Flow & Pressure Help File

See Pump Configure Help File

SingleNumPopup Screen is used for:
  - Screen Saver Delay
  - Ready Delay
  - Global Set Point
  - Standby Start Time
  - Standby Exit Time
  - Auto Heaters Off Time
  - Standby Temperature
  - Password Clear Delay
  - Service Interval
  - Hose 1 thru 8 - Set Point
  - Gun 1 thru 8 - Set Point
  - Pump 1 thru 4 - Speed
  - Graphing Log Time

(not shown for every instance)


